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OOLS NEEDED: Drill, 13/64”, 1/4”, & 3/8” Drill Bits, Rivet Gun, Marker, Long Strip of 1/8” Wire or Coat Hanger(~3 to 4 feet),| -uctor¢ [o/s | kas | | 


Pliers or Crimpers, Knife or Scissors, Small Flathead & #2 Phillips Head Screw Drivers, 3/8” & 7/16” Wrenches, Lighter or torch, 
Wire Cutters, Pledge (as Lubricant 
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Trident 11, 13, 15 Only: 


Trident 11, 13, 15 Only (cont.): 


Remove the 2 black nylon screws, in 
ithe slot near the stern of the boat with 
Phillips screwdriver. Install the Rudder 
Catcher (A) in the slot, with 2 pes. 
10-32 X 1/2” PH Bolts (B) 


Remove the 4 black nylon screws, at the} 


stern of the boat with a Phillips screw- 
driver. Install the Rudder Bracket (C) 
in this place with 4 pes. 10-32 X 1/2” 
PH Bolts (B) with a #10 Star Washer 
(WV) on each between the bolt head and 
bracket. Note: The narrow end of the 
bracket should point down 


Use a Pad Eye (D) as a jig to drill two 
holes with a 13/64 bit. (Use Fig as ref- 
erence for location). Insert 2 Cherry 
Rivets (E) through Pad Eye holes. Pop 
with rivet gun, if mandrill does not 
break off flush, use cutters to clip just 
above the rivet head and file smooth. 
Note: There are small, raised ‘0’s 
embossed into the plastic on the loca- 
tion on the Tndent 11 + 15. 


Making sure that the high side is 
towards the bow, screw the Clam 
Cleat (F), (shown in the figure), so it 1s 
straight on the side of the boat using ¥ 
the 5/8” FH ST Screws (X). Note: Do 
not peedaill! Drive screws directly into 
the hull. There are small. raised ‘C's 
embossed into the plastic on the loca- 
tion for the Trident 11 + 15, 


Big Game Only: 


| | Rudder Single Subassy _|07.2186.0000 


1/4-20 X 5” PH Bolt 


#10 Star Washers O1 rsi502sq 4 | 
5/8” Flat Head Self Tapper 07.2063.000 


TST TF 


SSS 


Line the Rudder Assembly (H) up with 
the rudder bracket slot at the stern of 


Trident 15 Only: 

Locate the raised ‘0’s embossed into the| 
plastic on the left side of the deck under 
the stern most RDF on the side of the 
tank well. Use a Pad Eye (D) asa jig to 
ldrill holes with a 13/64” bit. Install with 
Cherry Rivets (E) and pop sivet gun. If 
mandrill does not break off flush, use 

cutters to clip just above the rivet head 

and file smooth. 


Prowler 13 Only: 
Locate the raised ‘0’s embossed into 
the plastic on the left stern deck and 
drill holes using the Pad Eye (D) as a jig] 
with a 13/64” bit. Install with Cherry 
Rivets and pop rivet gun. If mandrill 
does not break off flush, use cutters to 
clip just above the rivet head and file 
smooth. Making sure the high side of 
the Clam Cleat (F) is towards the bow, 
using cleat as a jig, install with 5/8” FH 
ST Screws (X) by screwing onto the ‘0’s 


on the deck. 


Locate the inserts on the left side of the 
Keck, to the left of the seat Making sure tha 
high side of the Clam Cleat (F) is towards 
the bow, install with 5/8” FPHMS Bolts 
(G). 
Install Pad Eye (D) with two 1/2” PH 
Bolts(B). 
If there are no inserts on you Big Game, use the 
descriptions and photos to locate the placements on 
the left deck and attach with included rivets and 


Locate the inserts on the left side of the 
deck, about mid-tankwell. Attach Pad 
Eye (D) with two 1/2” PH bolts (B) 


5/8” flat bead self tapping screws(X). 


the boar. Slide the SS PPHMS 1/4-20 
X 5” Bolt (1) in through the top of the 
holes to hold rudder assembly in place 


Kk. 
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fa 1/4 X 5/8 OD Flat Washer |07.2000.068 i | 
Nylon 1/4” 20 Lock Nur 01.1315 ore «| 
Hi | Rudder Pad Pedal Trk Right }07.3300.01 ij 1 | 
Lx | Rudder Pad Pedal Trk Left [07.3300.01 | 
ia 10-32 X 1/2 PH Bolts 07.2136.000 ~ 


#10 Flat Washer 


Prowler 13 Only(before Mod Yr 1021): 
Hold the Rudder Pedal Trk Right (L) to 
the side of the boat where the indentation 
for the foot well begins. Line the molded 
hole at the bow end of the footbrace with 
the black nylon screw at the bow end of 
the foot well. Mark the location of the 
stern black nylon screw on the foot rail. 
Dall at the mark, centered vertically, with a| 
11/4” bit. Repeat process with Rudder Pedal} 

Trk Left (M). 


[ Attach a SS 1/4X 5/8” OD Flat 
Washer (J) and 1/4” Nylon Lock Nut 
K), onto the bottom of the bolt. Using} 

a 7/16” wrench and a screwdriver, 
tghten the nylon locknut until the nut 
approaches the bottom of the rudder 
bracket. Caution: Do not over-tighten, 

tudder should swing freely back and 
forth. 


Big Game, Trident 11 + 13: 
Using a Phillips screwdriver remove 
the footbraces. Replace them with the 
Rudder Pad Pedal Trk Right (L) and 
Left (M). This will be indicated with an 
L or an R on the bottom of the foot 
pedal. Note: The top of the pedal will be 
angled toward the bow. Reattach with bolts 
removed from old footbraces. 


Prowler 13 and Trident 15 Only: 
Using a Phillips screwdriver remove the 
two black nylon screws on each foot- 
brace location. Attach the Rudder Pedal 
Trk Right (L) and Rudder Pedal Trk 
Left (M) at bow with 10-32 X 1/2 PH 
Bolt (B) threaded through a #10 Flat 
Washer (N); at the stern end with 10-32 
X 1/2 PH Bolt (B) threaded through a 
Fender Washer (O). 


ra Fender Washer 01.1315. — 
[mes pam 
2 | pears 


Rocky lubricant Pledge) to the Rubber 
Grommets (P) and use a screwdriver to 
help force the grommets into the four 
holes you drilled on the footbrace and 
stern deck areas. 


With a 3/8 Dnill bit, drill a hole on each 
of the stern most vertical notches of 
the foot well ledge. Also make sure the 
holes are drilled toward the center of 
the vertical notches. 


Dnill a hole with a 3/8 drill bit on the 
vertical notches on each side of the 
stern end of the kayak. Caution: Dull 
must be angled to drill straight into the 
vertical wall. 


Roa Promies TS Only: 
Remove both rod holders with a phil- 
lips head screwdriver. Turn boar on side. 

Locate Rudder Tubing (Q) and spray 
end with lubricant (Pledge). Insert into 
the foot well grommet on the low side 
lof the kayak until you can sce it through 
the rod holder hole. Insert the straight 
wire into the grommet at the stern and 
push forward until you can see it at the 
rod holder hole. Using the rod holder 


For Prowler 13 Only: 
Push tubing and pull wire simultaniously 
until tubing comes out of stern grom- 
met. Trim tubing at stern grommet to 
one inch past grommet. Repeat last two 

steps to other side. 
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ndent Il, 13, 15 & Big Game Only:} 


Turn boat on side. Locate Rudder Tubing (Q) 


‘or 


and spray end with lubricant (Pledge). Insert 
| wire or coat hanger into the tubing, then into 
| the stern deck grommet on the low side of the 
| kayak until you can see or feel it through the 
rod pod hatch. Guide wire/hanger through the 
| grommet in footbrace area by reaching into 
|Mod Pod opening, continue guiding until rubing 
\comes out. Remove wire and trim tubing to one 
| inch past grommet. Repeat to ther side. Cut 


stern end at 1” outside the grommet 


(Unwind and straighten the cable on foot 
pedal assemblics. Feed cable through 
tubing from the bow so all of the excess 
is out the stern. Adjust the webbing on 
the pedal so the strap loop is centered 
jover the rear mounting screw with slight 
tension on bungee. Repeat to other side| 


Peter) an 
Ba 10-32 X 5/8 PH Bolt 7.219.000 


& 1/4 Black Shank Tube _ [07.2776.0000 Co” 
| Sere oe 
fsa #10 Flat Washer 07.2844.00' 
bd : 


1, 


| [BEI 


rE! 


Remove the cable loop from the bolt on 
the side of the wing. Slide the shrink tube 
over the crimps and heat the shrink tube 
with a lighter or torch until it shrinks and 
molds over the crimps. Do not overheat! 
Do not allow flame to contact shrink 
tube. CAUTION: Overheating will dam- 
age shrink tube 
Repeat to the other side. 


Put a 10-32 X 5/8 PH Phil Bolt (R) into 
each of the outer screw holes on the wing 
of the rudder body. Cut nwo 2” pieces of 
the Black Shrink Tube (S) and put one 
piece on the end of the steering cable, fol- 
lowed by two Copper Crimps (T). Feed 
cable back into the exit side of the crimps, 
creating a loop and cinch around the bolt 
Make sure rudder is secure in catcher with 
light tension on cable. Using crimpers/pli- 
lcrs, camp the two crimps into place. Using] 
wire cutters, cut the cable tail end at the 
crimp. Repeat to the other side 


10-32 Nylock Nut 


Univ. Rudder Lines Kit 


OO I 


Put one #10 Flat Washer (N) onto bolt 
in wing. Place cable loop back onto 
bolt. Add another #10 Flat Washer (N) 
and a 10-32 Nylock Nut (U), and tighten 
using a 3/8” wrench and a screwdriver. 
Do not over-tighten. Cables should swing} 
side-to-side freely. Stop when the bolt up 
is flush with the nut. Repeat on the other 


Prowler 13 Only: 
The rear deck safety line on the left side 
of the boat must be removed by cutting it} 
with scissors. The middle deck fitting that 
was used to hold the line to the boat will 
now be used as a line guide. 


Trident 11, 13 + 15 Only: 
Feed the rudder retraction line from the 
Universal Rudder Lines Kit (V), through 
the middle left hole of the rudder catcher. 


Prowler 13 Only: 

Insert the Rudder Retraction line from 
the Universal Rudder Lines Kit (V) nto 
the now empty bottom half of the middle 
deck fitung, 


| Big Game + Trident 15 Only: 
Insert the retraction line from the 

Universal Rudder Lines Kit (V) through 
the line guide pad eye on stern deck. 

K-07.3253.0000 Univ Rud Kit TRIDPR13BG A313H819 


side. 


CANOES = KAYAKS 


Universal Rudder Kit TRID/PR13/BG 2013 - 8/2018 


L2tEN OH 
Trident 11, 13, + 15 Only: (Top) 


With the rudder in the down posinon, 
feed half the length of the retraction line 
over the roller guide on the rudder body. 
Keep the retraction line to the lett (port) 
side of the rudder blade. Bring it up and 
around the cam or hub on the rudder 


Thread the retraction line through the 
holes on the top of the rudder blade. 
Starting on the left hand (port) side, 
with the blade up or parked, insert the 
retraction line from left to right through 
the middle hole. Then insert the line from 
right to left through the front hole. Then 


blade. 
Then rotate the blade up into the parked insert the line a final time from left to 
position. night through the stern hole. 


Pull line remaining from half through 
the holes in the rudder and snug lines to 
rudder blade. Thread the retraction line 
down and forward under the roller guide. 


Thread the line through the right middle 


hole of the rudder catcher. 


Prowler 13 Only: (Bottom) 
From the roller guide, thread the line 
forward into the top half of the rear deck 
fitting (RDF) used earlier. 


Trident 15 Only: 
Tosext the retraction line forward 
through the line guide pad eye. 


zie 
Univ. Rudder Lines Kit 


rrr 


07.3300.0049 


Slide knot over so it is snug to the pre- 


There will be two knots that will hold 
the bungee from the Universal Rudder 
Lines Kit (V) and retraction line togeth- 
er: one on the top retraction line (knot 
#2) and one on the bottom (knot #1). 
Each of these “Fisherman’s knots” 
is made up of two knots which pull 
against each other. 


With rudder blade in the down posi- 
tion, begin 1st knot by taking the 
bungee and looping it over the bot- 
tom retraction line two times, from left 
to nght. Next (See inset pic) take the 
bungee and insert it through the loops, 
from left to right. Then take the right 
loop and place over the top of the left 
loop and righten. The first half of knot 


#1 is finished. 


Slide the knot along the retraction line 
until it is about one inch behind the 
clam cleat. Working to the left of the 
previous knot, begin the 2nd half of 
knot #1 by taking the retraction line 
and looping it over the bungee two 
times, from right to left. Then take 
retraction line and insert it through the 
loops from night to left. Take the left 
Joop and place it over the top of the 


ight loop and tighten. 


vious knot. Pull long ends of line and 

bungee to tighten. Take the bungee and 

insert it through the bottom of the pad 
eye, up through the top. 


A3I3H819 
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Using wire cutters, cut the excess retrac 
Move the rudder blade to the up posi- tion line and bungee to about one inch 
tion. Take the bungee that has passed from each side of the knots. 
through the pad eye back to the clam 
Tous pace) j Heat the cut ends with a torch or a 
cleat and begin the second knot (fol- 
lighter to prevent fraying. 
low the same procedure as the previous % 
knots). The process is complete for the hulls 
Operate rudder lift rope to make sure covered by this kit. Enjoy the added 
that you are happy with the tension and maneuverability of your Ocean 
location of the knots. Adjust as needed. Kayak! C 
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